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ISONOMETRIC 
VIEW - JOINT A

ISONOMETRIC 
VIEW  - JOINT B

SIDE VIEW - JOINT B

SIDE VIEW OF 6x6 
BEAM @ JOINT B

SIDE VIEW - JOINT A

FRONT VIEW - JOINT A

TOP VIEW - JOINT A

FRONT VIEW - JOINT B

TOP VIEW - JOINT B

TOP VIEW OF 
6x6 BEAM 
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1/2" DIA. x 6 1/2" S.S. 
BOLTS W/ WASHERS  - 
TYP. OF (8)

6x6x8' ROUGH SAWN 
CEDAR POSTS 
STAINED & SEALED - 
TYP. OF (2)

2x6 ROUGH SAWN 
CEDAR - STAINED & 
SEALED 

COPPER POST CAPS - 
ATTACHED W/ BRASS 
SCREWS

FRONT ELEVATION

6x6 ROUGH SAWN 
CEDAR - STAINED & 
SEALED 

3'-4 1/2" x 4'-0" SIGN

SIDE ELEVATION

BACK OF SIGN FRONT OF SIGN

TOP VIEW

JOINT 'B'

JOINT 'A'

GRADE LINE

COPPER FLASHING W/ DRIP EDGE 
FRONT AND BACK - ATTACH W/ BRASS 
WOOD SCREWS INTO REAR OF SIGN

2" WOOD SCREWS 
THRU 2x6 INTO BACK 
OF SIGN


